FILLED WITH
DRY WELL 1.5—3” WASHED
PLAN VIEW DRAIN ROCK
NTS
MARK CENTER OF HOLE
WITH 6" CAPPED PVC OR
OTHER MEANS. FLUSH
ROOF DOWNSPOUT WITH TOP SURFACE,
” EXTEND TO BOTTOM OF
6” OVERFLOW FACILITY.
HOUSE OVERFLOW
SPLASH BLOCK TOPSOIL
/ /- ‘
525 R | 1" MIN
FLOW
\\; | <«— 48” DIAMETER
MINIMUM 4” HOLE FILLED
‘ DIAMETER WITH 1.5-3"
PVC PIPE WASHED DRAIN
CATCH BASIN , ROCK
(YARD DRAIN) 4 MIN
\SIDES OF HOLE
LINED WITH
FILTER FABRIC
—~ 15’ MIN -—
MINIMUM 1’ — 3’ ABOVE SEASONAL
HIGH GROUNDWATER TABLE
DRY WELL
SECTION
NTS

/
ROOF DOWNSPOUT
HOUSE /_
/ - —f
L A= —
FLOW

\

ROOF DOWNSPOUT

CATCH BASIN
(YARD DRAIN)

LAST REVISED: 1/12/2015

6" OVERFLOW
CONNECT TO STORM
STUB FOR EACH LOT

O
48" DIAMETER HOLE
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